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MODEL PIPE SIZE NORM POSITION TEMP. RANCE Max. PRESSURE WEIGHT

FDV 200 8" 200 16 DIN Vertical -23°C(-10°F ) to +66°C (+150°F) 05bar/7 PSI  88,69|b/40,23kg

Material Min. Turning Effort Min. Bending Moment Ccv Eqv Lenght of pipe (ft)

Aluminium Alloy / Brass / Stainless Steel 1500 Inc Ibf / 169,5 Nm 200,0Lb /90,7 kg 759 13,3

FLOW CAPACITY TABLE IWC/PSIG - Capacity S.C.F.H

Pressure Drop Inlet Pressure (iwc) Inlet Pressure (psi)
psi iwe 8" iwc 147 iwe | 3 5 7 10 20 60
0.0036 0.1 13160 13254 ' 14301 15087 15834 16894 20024 29380
0.0072 0.2 18608 18742 ' 20222 21334 22391 23890 28317 41549
0.0108 03 22788 22952 24764 26127 27422 29257 34679 50886
0.0144 0.4 26310 26499 28502 30166 31661 33780 40042 58757
0.018 0.5 29412 29624 31964 33723 35395 37765 44766 65690
0.0216 0.6 32215 32447 | 35011 36939 38770 41366 49036 71958
00252 0.7 34792 35043 | 37z 39895 41873 44677 52962 72
0.0288 0.8 37190 37458 | 40419 42645 44761 47758 56616 83086
0.0324 0.9 39441 39726 | 42867 45228 47472 50652 60047 88124
0.036 1.0 41569 41870 45181 47670 50035 53388 63292 92889
0.072 2.0 58717 59142 63830 67354 70702 75446 Bo462 131333
0.108 30 71827 72348 78096 82415 86520 92335 109511 160811
0.144 4.0 82838 83441 ' 90085 95078 99821 106541 126386 185644
018 50 92503 93178 ' 100615 106202 111510 119029 141231 207506
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FLOW CAPACITY TABLE IWC/PSIG - Capacity m*/h

Pressure Drop Inlet Pressure (iwc) Inlet Pressure (psi)
psi iwc 8" iwc 14" iwc 3 5 7 10 20 60
0.0036 0.1 368,48 371,11 400,43 422,44 443,35 473,03 560,67 822,64
0.0072 0.2 521,02 524,78 566,22 597,35 626,95 | 668,92 792,88 1163,37
0.0108 03 638,06 642,66 693,39 731,56 767,82 | 819,20 971,01 1424,81
0.0144 0.4 736,68 741,97 800,58 844,65 886,51 945,84 1121,18 1645,20
0.018 05 823,54 829,47 894,99 944,24 991,06 ' 1057,42 1253,45 1839,32
0.0216 06 902,02 908,52 980,31 1034,29 1085,56 115825 1373,01 201482
0.0252 0.7 974,18 981,20 1058,74 1117,06 117244 1250,96 1482,94 2176,22
0.0288 0.8 1041,32 1048,82 1131,73 1194,06 1253,31 1337,22 1585,25 232641
0.0324 09 1104,35 1112,33 1200,28 1266,38 132922 | 1418,26 1681,32 246747
0,036 1.0 1163,93 117236 1265,07 1334,76 140098 | 1494,86 1772,18 2600,89
0.072 2.0 1644,08 1655,98 1787,24 1885,91 197966 | 211249 2504,94 3677,32
0.108 3.0 2011,16 202574 2186,69 2307,62 242256 | 2585,38 3066,31 4502,71
0.144 4.0 231946 2336,35 2522,38 2662,18 279499 | 2083,15 3538,81 5198,03
0.1 5.0 2590,08 2608,98 817,22 297366 312228 33aza 395447 581017

FLOW CAPACITY TABLE IWC/PSIG - Capacity kW

Pressure Drop Inlet Pressure (iwc) Inlet Pressure (psi)
psi we 8" iwc 14" iwc 3 5 7 10 20 60
0.0036 01 3887 46 391523 422452 4456,70 4677 .36 | 4590,49 5915,09 BG678,85
0.0072 0.2 5496,80 553639 5973,58 6302,06 6614,30 70571 836484 12273,57
0.0108 03 673158 6780,02 731529 771792 B100 A6 B642,52 1024418 15031,72
0.0144 0.4 7797 7827 80 B445,08 8911,04 935266 | 997861 1182841 17356,82
0.018 05 B688,30 875093 944217 9961,77 10455,68 | 1115578 13223,88 1940483
0.0216 0.6 951631 9584,84 10342,25 10911,78 1145266 | 1221952 14485,23 21256,39
0.0252 0.7 1027756 10351,70 11169,66 11784,98 12369,28 | 13197,59 1564497 22959,08
0.0288 0.8 10985,93 1106509 1193977 1259733 1322240 | 1410771 16724,37 2454360
0.0324 0.9 11650,87 11735,06 1266291 13360,35 14023,23 14962,60 1773788 26031,83
0.036 1.0 1227948 1236840 1334647 14081,72 14780,34 . 15770,82 1869646 2743941
0.072 2.0 17345,00 17470,55 18855,38 19896,37 2088537 | 22286,75 2642707 3BT95.77
0.108 3.0 212172,720 21371,60 23069,56 2434539 25558,01 2727576 3234955 47503,57
0,144 4.0 24470,35 24648,47 26611,11 28086,04 2948712 3147221 3733442 54839,24
018 5.0 2732539 2752478 29721,67 31372,07 32940,05 3516117 4171964 6129727

CERTIFICATES TUV Austria CE 0408 (Products Approval Standard ASCE 25-16 and TS 12884)

APPLICATION Gasses : Natural Gas, LPG, methane, propane, air, etc... non corrosive gaseous fluids.

INFORMATION Experiments were carried out with air. Calculations based on gas with a density of 0.64 and a calorific value of
’ 37 MJ/m3. The measured flow value is aranged according to 15 °C and 101.3 kPa pressure.
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